FUTURA 3D 130

FUTURA 3D 130 ARMS 1

Functions

They enable tilt-and-turn opening in conjunction with the mechanisms and are available in three versions
(standard, microventilation and logic).

Materials

Body, fixing block and slider in zamak with GS Silver Plus finish (up to 500 h of corrosion resistance).
Rod, connecting bracket, grub screws and screws in stainless steel.

Stop disk in polyamide.
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Item code |Description PRO;IELgT(I:(I’!ﬂss : Range (mm) Version A (mm) ; Eé 'é %g gg
a < o £ s
C001-C002-C003-
04202 |ARMTYPE1T/TFUTURALOGICA | CO05-CO06:COT3 | 390+ 700 Logica 120 0
C014-C015-
C016-C017
C001-C002-C003-
ARM TYPE 2 T/T FUTURA LOGICA | C005-C006-C013- . .
04203 | e Checo W 701 + 1800 Logica 175 10
C016-C017
oazz2  [ANMTYPE2T/TFUTURALOGICA 1 geo where sed W 701 + 1800 Logica 160 10
ARM T1 130 WITH MICROVENT | C001-C002-C003- , :
oaz84  [PRM I L conaates W 410+ 700 Micro 120 10
ARM T2 130 WITH MICROVENTI | C001-C002-C003- . )
04285 PR 12 CoLeonaetus | w701+ 1800 Micro 175 10
ARM T1 130 MICROVENTILATION | _C001-C002-C003- , —
04344 LOGIC £015-C016-C017 W 410 + 700 Logica Micro 120 10
ARM T2 130 MICROVENTILATION | _C001-C002-C003- . —
04345 LoGIC £015-C016-C017 W 701 + 1800 Logica Micro 175 10
04353 |ARMTYPE 0 T/T FUTURA 130 ¢001-C002- W 350 + 410 120 10
C016-C017 '
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