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HP BOTTOM-HUNG WINDOW

HP BOTTOM-HUNG WINDOW CREMONE

Functions
Cremone usually used on tilt-and-turn window. For use on HP BOTTOM-HUNG 
WINDOW, it must be equipped with a mechanical block to be inserted inside, 
which limits its 90° rotation.

Online data sheet

00959 01039 01084 01094 02235

Item code Description PROFILE CROSS - 
SECTION C/C distances Operation
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00959 KORA T/T MICRO-VENTILATION 
CREMONE

C001-C002-C003-C004-
C005-C006-C007-C008-
C009-C010-C012-C013-
C014-C015-C016-C017

104 - 98 - 92 - 84 one-way X X X 10

01039 PRIMA CREMONE
C001-C002-C003-C004-
C005-C006-C007-C008-
C009-C010-C012-C013-
C014-C015-C016-C017

104 - 98 - 84 one-way X X X 10

01084 KORA CREMONE
C001-C002-C003-C004-
C005-C006-C007-C008-
C009-C010-C012-C013-
C014-C015-C016-C017

104 - 98 - 92 - 84 one-way X X X 10

01094 EURO 900 MICRO CREMONE
C001-C002-C003-C004-
C005-C006-C012-C013-
C014-C015-C016-C017

104 - 98 - 84 one-way X X X 10

Item code Description PROFILE CROSS - SECTION
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02235 90° CREMONE STOP BLOCK - X 100


