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CONNECTION RODS AND TERMINALS

CORNER DRIVES

Functions
Component for moving the hardware from the cremone side to the upper 
and/or lower cross-beam.

Online data sheet

Technical Features
Reversible, right/left, it is mounted with no need to machine the profile.
Snap-fitting, it is removed with a screwdriver.
Some models are equipped with a fixed pawl with which, in combination with 
an adjustable striker, to make a locking point on the cremone side or on the 
cross-beam.

Materials
Body, connection device and clip made of zamak 
with GS Silver Plus finish (over 500 h of corrosion 
resistance)
Grub screws and plates in stainless steel

Art. 04017K Art. 04019K Art. 04020K Art. 04023K

Item code Description PROFILE CROSS - 
SECTION Range (mm) Version
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04017K FUTURA CORNER DRIVE C007 - - X 10

04019K CORNER DRIVE GROOVE 15/20 
FUTURA

C001-C002-C003-C005-
C006-C013-C014-C015-

C016-C017
- - X 10

04020K FUTURA CORNER DRIVE

C001-C002-C003-C005-
C009-C013-C014-C015-
C016-C017-P001-P002-
P004-P005-P006-P008-

P009-P010

- - X 50

04023K VARIABLE CORNER DRIVE C002-C017 - - X 10


